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PROTART-30 ESE LIGHTNING CONDUCTOR 

PROTART 30 ESE lightning conductor is manufactured from high quality stainless 
steel which makes it durable against the toughest weather conditions. 

Product Code Material 
ΔT: NFC-17.102 Test 

Results 
Packing Dimensions 

(cm) 
Weight (kg) 

P 30 Stainless  Steel Δ T: 57 μs 37 x 22 x 12 1,93 

TECHNICAL SPECIFICATIONS 

STANDARDS 

• NFC 17.102:2011 
• UNE 21.186:2011  
• TS EN 62305 

 
 Our product is tested and certified from Middle Eastern Technical 

University (ODTÜ) 
 

Early Streamer Emission terminal releases positive ions in to the 
atmosphere which attracts the lightning emissions.  
 
• Stainless steel with superior quality to avoid corrosion 
• No battery or external energy required 
• Suitable for any weather condition 

PROTECTION RADIUS TABLE 

Rp (m) PROTART-30 ∆T: 30μs 

h (m) LEVEL I LEVEL II LEVEL III LEVEL IV 
2 19 22 25 28 

4 38 44 51 57 

5 48 55 63 71 

6 48 55 64 72 

8 49 56 65 73 

10 49 57 66 75 

20 50 59 71 81 

30 50 60 73 85 

60 50 60 75 90 

30mm 

120mm 
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PROTART-45 ESE LIGHTNING CONDUCTOR 

PROTART 45 ESE lightning conductor is manufactured from high quality stainless 
steel which makes it durable against the toughest weather conditions. 

Product Code Material 
ΔT: NFC-17.102 Test 

Results 
Packing Dimensions 

(cm) 
Weight (kg) 

P 45 Stainless  Steel Δ T: 57 μs 37 x 22 x 12 1,98 

TECHNICAL SPECIFICATIONS 

STANDARDS 

• NFC 17.102:2011 
• UNE 21.186:2011  
• TS EN 62305 

 
 Our product is tested and certified from Middle Eastern Technical 

University (ODTÜ) 
 

Early Streamer Emission terminal releases positive ions in to the 
atmosphere which attracts the lightning emissions  
 
• Stainless steel with superior quality to avoid corrosion 
• No battery or external energy required 
• Suitable for any weather condition 

PROTECTION RADIUS TABLE 

Rp (m) PROTART-45 ∆T: 45μs 

h (m) LEVEL I LEVEL II LEVEL III LEVEL IV 
2 25 28 32 36 

4 51 57 64 72 

5 63 71 81 89 

6 63 71 81 90 

8 64 72 82 91 

10 64 72 83 92 

20 65 74 86 97 

30 65 75 89 101 

60 65 75 90 105 

30mm 

120mm 
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PROTART-60 ESE LIGHTNING CONDUCTOR 

PROTART 60 ESE lightning conductor is manufactured from high quality stainless 
steel which makes it durable against the toughest weather conditions. 

Product Code Material 
ΔT: NFC-17.102 Test 

Results 
Packing Dimensions 

(cm) 
Weight (kg) 

P 60 Stainless  Steel Δ T: 72 μs 37 x 22 x 12 2,32 

TECHNICAL SPECIFICATIONS 

STANDARDS 

• NFC 17.102:2011 
• UNE 21.186:2011  
• TS EN 62305 

 
 Our product is tested and certified from Middle Eastern Technical 

University (ODTÜ) 
 

Early Streamer Emission terminal releases positive ions in to the 
atmosphere which attracts the lightning emissions  
 
• Stainless steel with superior quality to avoid corrosion 
• No battery or external energy required 
• Suitable for any weather condition 

PROTECTION RADIUS TABLE 

Rp (m) PROTART-60 ∆T: 60μs 

h (m) LEVEL I LEVEL II LEVEL III LEVEL IV 
2 31 35 39 43 

4 63 69 78 85 

5 79 86 97 107 

6 79 87 97 107 

8 79 87 98 108 

10 79 88 99 109 

20 80 89 102 113 

30 80 90 104 116 

60 80 90 105 120 

30mm 

120mm 
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LIGHTNING STRIKE COUNTERS 

The PRO lightning strike counters work based on the inductive field principle of 
the lightning strike, when a lightning strike occurs and as the current flows 
through the down conductor; it operates the transformer device which 
advances the counter by a digit which is visible on the facade of the product.  

TECHNICAL SPECIFICATIONS 

TECHNICAL SPECIFICATIONS 
• Simple assembly 
• IP65 rated enclosure 
• 6 digit display counter 
• Test and reset function (external battery required) 
• Detection currents from 1 to 100 kA 
• Build in battery that provides 5 years lifetime 

• Simple assembly 
• IP68 rated enclosure 
• 6 digit analog counter (Non-Resetable) 
• Test function (external battery required) 
• Detection currents from 1 to 100 kA 
• It is not subject to an external power supply 

PRO SC-A ANALOG COUNTER 

PRO SC-D DIGITAL COUNTER 

Product Length (cm) Width (cm) Height (cm) Weight (kg) 

PRO SC ANALOG  11,5 6,5 5,5 0,49 

PRO SC DIGITAL 11,5 6,5 5,5 0,46 

DIMENSIONS AND WEIGHT 
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LIGHTNING CONDUCTOR TESTER 

With PRO TESTER, you are able to determine if there is a short circuit or a fault 
in the ion generator immediately by simply connecting the cable to the ESE 
conductor and pressing the button on the testing device. When the tester’s 
button is turned on, the red LED indicates the open circuit fault, the yellow LED 
indicates the short circuit fault and the green LED indicates full functionality. 

1 

2 

• This product requires a 9V battery. 
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PROTART EARTHING MATERIALS 

Protart can supply a wide range of earthing materials according to your needs. 
We can offer complete solutions, including down conductors, clamps, adapters 
and much more. Please check our full catalogue or send us an email for more 
details and technical specifications. 

Please request our full 
catalogue for more details 
and technical information. 


